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SMOOTH SURFACE SAE 100R2AT
DIN EN 853 2SN
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SMOOTH SURFACE DOUBLE WIRE BRAID REINFORCED
HYDRAULIC RUBBER HOSE

Application: For delivery of petroleum base hydraulic
fluids or water base liquids.

Inner tube: Seamless oil resistant synthetic rubber.

Reinforcement: 2 high tensile steel wire braid. v
Outer cover: Smooth surface oil, weather and abrasion ‘V

resistant synthetic rubber.
Temperature Range: -40°C ~ +100°C (-40°F ~ +212°F)

Specifications:
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SILE .D wW.D 0.D W.P B.P Min Bend Radius Weight
Part Mumber | inch mim mm mm bar psi bar psi mm g/m
PS03-25N | 316" 4.8 11.7 13.7 | 415 | 6018 | 1650 | 23925 90 300
PS04-25M 1/4" 6.4 Fd 14.5 | 400 | 5800 | 1600 | 23200 100 380
P505-25N | 516" 8 14.5 16.7 350 | 5075 1400 | 20300 115 435
PS06-25N 3/8" 9.5 16.6 19.2 330 | 4785 1320 | 19140 125 550
PS08-25N HZ T4 19.8 21.8 | 275 | 3988 1100 | 15950 180 640
P510-25N h/8" 16 i B 25.4 250 | 3625 | 1000 | 14500 205 750
P512-25N 314" 19 26.9 299 | 215 | 3118 | 850 12325 240 925
PS16-25N 1 25.4 34.2 37.8 165 | 2393 | 650 9425 300 1280
P5S20-25N | 1 1/4° 31.8 43.8 46.4 125 | 1813 | 500 7250 420 1895
PS24-25N | 1 1/2" 38.1 50.2 2.7 90 |1305] 360 5220 500 2120
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